




Classic F1100, F2400 & F3100
Wood Stoves

Specifications F1100 F2400 F3100
Maximum BTU* 55,000 75,000 80,000
Typical Sq. Ft. Heated 600-1200 1000-2200 2000-3500
Optimum Efficiency 77.7% 77.0% 75.4%
Maximum Log Size 18" 18" 21"
Burn Time (Typical)* up to 8 hrs. up to 8 hrs. up to 10 hrs.
Emissions (grams/hr) 3.0g 3.4g 4.2g
Firebox Size 1.4 cu. ft. 2.3 cu. ft. 2.9 cu. ft..
Flue Size 6" 6" 6"
* �Length of burn time and BTU range depend on type of wood, moisture content, climate  

conditions and installation.

Standard Features Optional Features

;; EPA certified
;; Mobile home and alcove approved
;; Closest clearances in the industry
;; Single rod draft control
;; Brick-lined firebox
;; Airwash system
;; Rear heat deflector

oo �Cast iron door in black** or nickel accent
oo Contemporary door in black
oo �Cast iron legs in black or brushed nickel
oo Pedestal base
oo �Bottom heat shield (when using legs)
oo Ash drawer 
oo 2-speed blower
oo Convector airmate
oo Outside air kit
oo Screen door

**�Black door comes with nickel handle and hinge caps

www.regency-fire.com
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See it burn 
regency-fire.com



Classic S2400
Step Top Wood Stove

Specifications
Maximum BTU* 75,000
Typical Sq. Ft. Heated 1000-2200
Optimum Efficiency 77.0%
Maximum Log Size 18"
Burn Time (Typical)* up to 8 hrs
Emissions (grams/hr) 3.4g
Firebox Size 2.3 cu. ft.
Flue Size 6"
* �Length of burn time and BTU range depend on type of wood, mois-

ture content, climate conditions and installation.

www.regency-fire.com
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Standard Features Optional Features

;; EPA certified
;; Mobile home and alcove approved
;; Closest clearances in the industry
;; Single rod draft control
;; Brick-lined firebox
;; Airwash system
;; Rear heat deflector

oo �Cast iron door in black** or nickel accent
oo Contemporary door in black
oo �Cast iron legs in black or brushed nickel
oo Pedestal base
oo �Bottom heat shield (when using legs)
oo Ash drawer 
oo 2-speed blower
oo Outside air kit
oo Screen door

**�Black door comes with nickel handle and hinge caps



Standard Features Optional Features

;; Eco-Boost™ Technology
;; Single lever bypass control to engage catalyst
;; Single lever air control to adjust heat output
;; Brick-lined firebox
;; Rear heat deflector
;; Airwash system helps keep the glass clean
;; Discreet ashlip
;; Contemporary cast iron door in black
;; 170° opening door for easy loading
;; Thermometer
;; Heavy duty 3/16 in. steel firebox
;; Positive cam latching system

oo Ash pan with cover
oo Two-speed blower
oo Convector airmate
oo Outside air kit

F3500  Pro-Series
Large Hybrid Catalytic Wood Stove

Specifications
Maximum BTU* 75,000
Typical Sq. Ft. Heated* 1200 - 2500
Optimum Efficiency 87%
Maximum Log Size 20"
Burn Time (Typical)* up to 24+ hrs.
Emissions (grams/hr) 1.1 g
Firebox Size 3.0 cu. ft.
Flue Size 6"
* �Length of burn time and BTU range depend on type of wood,  

moisture content, climate conditions and installation.

See it burn 
regency-fire.com www.regency-fire.com
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Specifications
Maximum BTU* 70,000
Typical Sq. Ft. Heated* 1,500 - 3,000
Optimum Efficiency 85%
Maximum Log Size 22"
Burn Time (Typical)* up to 30+ hrs.
Emissions (grams/hr) 1.46
Firebox Size 4.42 cu. ft.
Flue Size 8"
* �Length of burn time and BTU range depend on type of wood,  

moisture content, climate conditions and installation.

F5100  Pro-Series
Large Hybrid Catalytic Wood Stove

See it burn 
regency-fire.com www.regency-fire.com
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Standard Features Optional Features

;; Eco-Boost™ Technology
;; Single lever bypass control to engage catalyst
;; Single lever air control to adjust heat output
;; Brick-lined firebox
;; Rear heat deflector
;; Airwash system helps keep the glass clean
;; Discreet ashlip
;; Contemporary cast iron door in black
;; 170° opening door for easy loading
;; Thermometer
;; Heavy duty 3/16 in. steel firebox
;; Positive cam latching system

oo Ash pan with cover
oo Two-speed blower
oo Convector airmate
oo Outside air kit


